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Roller Brake Test Lane
�

�

LD5020 Console

�

�

PC with Windows® based application, keyboard,
mouse, widescreen monitor.
Automatic test program.

�

Manual test program.

�

PC network (LAN) capabilities.

�

Multi-lane facility.

�
�

Vehicle testing queue.

Easy Exit® drive out of rollers.

�

4x4 reversible roller kit.
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Roller brake testers
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Full test in less than two minutes!
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Suspension testers

The suspension testers ST2001 and ST2001-F have been designed to calculate the minimum
dynamic road adhesion as a figure of the static wheel load taken from the worst possible road
condition. This method makes the test universal and independent of any car, brand and type. The
ST2001 measures Adhesion and Damping. The ST2001-F also measures Phase shift.

�

Also available

Pedal force meter, sideslip meter (wheel alignment). Weighing system for brake tester. Easy Exit
lift system for the RT2001/RT2002, RT9001/RT9002.

Technical specifications are subject to change without notice. COMAR is a registered trademark.
Comar LD5020 EN 20200401

a product of Altus-Escon-Company BV

in automotive test equipment!

Combo®

RT
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Extensive database for storage of vehicle- and
customer data, legal limits and test results.
Infra red remote control for operation of all
functions of the roller brake tester.

�

in automotive test equipment!

The roller brake tester analyses the conditions of the brakes of each individual wheel
on a vehicle for both the service- and the parking brake. Various models are
available: RT2001, RT2002, RT9001, RT9002, RT2002-LP22 and RT900.

Standard features

�

in automotive test equipment!
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The Combo® is an effective combination of a roller brake
tester, a weight scale and a high-speed suspension tester
in one compact chassis. Test brakes and suspension with
one system on less than 2.5 sq. meters. The operator
drives onto the suspension tester plates, tests the
front axle and drives into the rollers. Repeat this for
the rear axle and the parking brake. Within two
minutes testing time, the results will be visible
on the display. The Combo® is available in two
models; the SR2000 and SR2010.

The LD5020 is a modern large freestanding cabinet.
Multiple configurations of floor units are possible to create
a test lane for passenger cars exactly to your wishes and
the possibilities in your workshop. The LD5020 is
designed for users with a preference for a PC based test
program. The LD5020 is designed as workstation te enter
vehicle- and customer details, to analyse test results and
to generate a print out. Standard supplied with a
widescreen monitor for both numerical and graphical
presentation of brake forces, differences left-right, brake
efficiencies as well as the results for side slip, weighing
and suspension.

�

in automotive test equipment!

Drachmeweg 26
NL-2153PA Nieuw Vennep
Netherlands

For specifications see www.comar-test.com.

Certified: ISO 9001 & ISO 14001
www.comar-test.com
info@comar-test.com
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